
Voltfang 2
Efficient and robust for any location

Clear advantages

Net capacity: from 90 kWh I Power: from 92 kW

Turnkey All-in-One solution

The Voltfang 2 is designed specifically for outdoor use, 
allowing for hassle-free installation in open 
environments. This all-in-one solution integrates the 
inverter, AC sub-distribution, and energy management 
system, ensuring standardized and rapid 
commissioning. Its robust housing reliably protects the 
batteries against sunlight, rain, and extreme 
temperatures ranging from -20°C to +50°C. An efficient 
climate control system maintains optimal battery 
temperatures, extending service life and improving 
reliability.

By doubling the storage capacity while maintaining the 
same footprint as the previous model, energy storage 
becomes more efficient and the payback period is 
significantly reduced. The Voltfang 2 delivers maximum 
performance, durability, and cost efficiency—making it 
an ideal choice for industrial energy needs.

• Robust housing

• Pre-assembled, flexible, and modular
design for easy installation

• Shorter payback period thanks to 100%
more capacity compared to the previous
model

• Proven high-performance batteries built to
German automotive standards

• Highest energy efficiency in the outdoor
segment

• Effortless integration of diverse use cases
into the Voltfang EMS

• With Batteryflat: 10 years of guaranteed
capacity and unlimited charging cycles

Technology

• Next-generation (Gen 2) battery system with
enhanced performance

• Remote monitoring of battery health down to
the cell level

• Highly efficient climate control using
innovative hybrid technology (cooler, heat
pump, and heater)

• Double-walled housing for passive cooling
and thermal insulation

• Modular rain cover and IP55 protection,
ensuring resistance to all environmental
conditions

• Requalified EV batteries for CO₂ reduction and
resource conservation



Technical data

Voltfang 2

1 rack 2 racks

90 kWh 180 kWh

92 kW 92 / 184 kW

0.5 or 1 C

3-phase, AC coupling

Modbus TCP/IP (Ethernet)

1500 kg 2500 kg

800 / 2100 / 1535 mm 1600 / 2100 / 1535 mm

800

2nd/New Life batteries from electric mobility

Lithium-ion (NMC)

98% (charging/discharging)

15–20 years

Inverter KACO blueplanet gridsave

1 x 92 / 2 x 92 kVA

98.7

Outdoors (5 m distance to the nearest building)

-20 to 50 °C

&lt; 2000 m above sea level

IP 55, IK 10

System: 5 years
Capacity: 5 years

Extendable to 10 years and unlimited cycles with 
Batteryflat

CE, UN 38.3

Approx. 6 weeks

The data provided is subject to change without notice. Please contact Voltfang 
for the latest information.
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